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Loudspeaker Sound
Pressure Level

75 dB (0,5 mm cable x 100 m,
2,5 VRMC on ab-wire, 1 KHz)

Microphone Output Voltage
Microphone Preamp

100/300 mV
600 Ohm

Output Impedance Modular Jack

1007046000 A100K10031 v.2.0

wall substation

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1007046000

Supplementary 
equipment:	
1000603000
1000602000

AlphaCom Wall Substation

Surface Mount Back Box for AlphaCom  Wall Stations
Flush Mount Back Box for AlphaCom  Wall Stations

600 gr. /1 lb. 
5 oz

1 kg / 2 lb. 3 oz 
0.6 kg / 1 lb. 

5 oz

Product name

PRINT NO A100K 10031       July 2006

Ordering information
Order Number Description Ship Weight metric/imperial
100 7046 000 AlphaCom Wall Substation 600 gr. / 1 lb. 5 oz

Supplementary equipment:

1000 6030 00 Surface Mount Back Box for AlphaCom  Wall Stations 1 kg / 2 lb. 3 oz

1000 6020 00 Flush Mount Back Box for AlphaCom  Wall Stations 600 gr. / 1 lb. 5 oz

Wall Sub Station

Installation

Zenitel Norway ASA
www.zenitel.biz
css@zenitel.biz Certificate no. 800162

AlphaCom
or

TouchLine Compact
Exchange

Subscriber
Position

2 pairs 0.5 mmø / 24 AWG twisted telephone cable

Up to 1400 meters / 4590 feet (1)

Wall
Socket

(1) Greater distances are possible by using heavier wires

Station Cable

Zenitel Norway AS
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info@zenitelcss.com

installation
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