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Loudspeaker Output 1 W (63 Ohm)

Loudspeaker Impedance 63 Ohm

Frequency Range 300 - 10000 Hz

Microphone Output Voltage 100/300 mV

Microphone Preamp. ouput impedance 1000 Ohm

Wall Socket Connector Type Modular jack	

Indicator LED (red)	

1007071090 A100K10038 v.2.0

desk/wall master station display

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1007071090		
		
Supplementary 
equipment: 
EPKAB 98510	 
EPKAB 98515 

Desk/Wall Master Station, Display	  
 
 
 
Station Cable, 3  meters / 10  feet, modular jack plug 
Station Cable, 0.5  meter / 20 inches, modular jack plug 

0.540 kg/1 lb 
3 oz 
 
 
50 g / 2 oz 
50 g / 2 oz 

PRINT NO A100K 10019 July 2006

Ordering information
Order Number Description Ship Weight metric/imperial
100 7036 310 TouchLine Wall/Desk Master Station (with display and single touch keys, grey) 540 gr. / 1 lb 3 oz

Supplementary equipment:

EPKAB 98510 Station Cable  (3  meters / 10  feet, modular jack plug 50 gr. / 2 oz

EPKAB 98515 Station Cable  (0.5  meter / 20 inches, modular jack plug 50 gr. / 2 oz

EPKAB 98520 Station Cable  (3  meters / 10  feet, modular jack plug RJ45 50 gr / 2 oz
(1:1 cable)

TouchLine Wall/Desk Master Station

Wall Bracket DrawingStation Drawing

Wiring Pin Configuration

RJ 45
EPKAB 98510/515
a-wire: pin 3
b-wire: pin 6
c-wire: pin 7
d-wire: pin 8
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2 pairs 0.5 mmø / 24 AWG twisted telephone cable

Up to 1400 meters / 4590 feet (1)

Wall
Socket

(1) Greater distances are possible by using heavier wires

Station Cable
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wiring pin configuration
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