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ORDER NUMBER DOC NO
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Finish Bayblend“ plastic. Keyboard of UV-cured 	PVC (which  is 
resistant to Ethyl-Alcohol, White Spirit, Alkali, Battery Acid, 	
Methanol, Hydrochloric Acid, Citric Acid, Antifreeze, 
Insecticide, Cola, Disinfectants, Motor Oil, Detergents, etc.)

Sound pressure at 1m from internal speaker 66 dB (0.5 mm cable x 100 m, 8.0V on subscriber board ,  
1 kHz) 	

Max. loudspeaker output - external speaker 1.5W (20 Ohm), 10W (8 Ohm) w/power amplifier

Loudspeaker Impedance 45 Ohm (built-in speaker) 
20-70 Ohm external (without pow. amp.)
8-20 Ohm external (with power amp.)

Frequency Range 500-5000 Hz (±  8 dB)

Mic. Impedance for external handset 200 - 600 Ohm

Connector Type Screw terminals

Gland Diameter 1 x PG9, 1 x PG11

Indicator LED (red)

1007080000 A100K10120 v.2.0

Light industrial master station with loudspeaker

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1007080000 Light Industrial Master Station with Loudspeaker 0.9 kg / 2 lb.

Supplementary 
equipment:
VML-1520
EOTRF 10115

Horn Loudspeaker 20 ohm, 15 W
220V AC / 12 VAC Mains Transformer (for power amplifier option) 1 kg / 2.2 lb.

Product name

PRINT NO A100K 10120        July 2006

Ordering information
Order Number Description Ship Weight metric/imperial
100 7080 000 Light Industrial Master Station (IP54, with loudspeaker) 0.9 kg / 2 lb.

Supplementary equipment:
HP 10 10 W /20 OhmHorn Speaker,  IP 55 1.0 kg / 2.2 lb.

HP 15 15 W / 20 Ohm Horn Speaker, IP 55 1.4 kg / 3.1 lb.

HS 15 15 W / 20 Ohm  Horn Speaker, IP 67 2.3 kg / 5.1 lb.

EOTRF 10115 220V AC / 12V AC Mains Transformer (for power amplifier option) 1 kg / 2.2 lb.

Light Industrial Master Station
Installation

Wiring
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2 pairs 0.5 mmø / 24 AWG twisted telephone cable

Up to 1400 meters / 4590 feet 1 pair 0.5 mmø / 24 AWG

12V AC 1 pair 0.8 mmø /
 20 AWG
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