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|P DESKTOP MASTER DISPLAY

IP protocols

Audio technology

Audio output

Installation

Operation

Advanced features

MEASURE DRAWINGS

BRACKET

ORDER NUMBER DESCRIPTION
1008000000 IP Desktop Master, Display
1008091100 Wall Mounting Bracket for IP Desktop Station

Note: An IP Station Licence is required for each IP station connected to the
system. The wall mounting bracket must be purchased separately. The station
cable is included.

IPv4 - TCP - UDP - HTTP — TFTP - RTP .
RTCP -DHCP - DiffServ - TOS —
STENTOFON CColP®

Wideband 200 Hz - 7 kHz (G.722)
Telephony 3.4kHz (G.711)
Acoustic echo cancellation

Open duplex

Adaptive jitter filter

1.5 Watt audio output, 85 dB audio pressure 1 m from
speaker, Volume override

Remote automatic software upgrade
Centralized provisioning

DHCP and static IP

Integrated web server

Network supervision

VolIP statistics

Centralized monitoring

Tone test and line monitoring
Adaptive end node firewall

Dual port Ethernet switch

WALL MOUNTING

SHIP WEIGHT

ORDER NUMBER DOC NO

1008000000

A100K10420 v.2.0

sales@stentofon.com

STENTOFON products are developed and marketed by Zenitel Norway AS. The company’s Quality Assurance System is certified to meet the requirements in NS-EN IS0 9001:2002. ZENITEL NORWAY AS reserves the right to modify
designs and alter specifications without prior notice, in pursuance of a policy of continuous improvement. © 2009 Zenitel Norway AS.



