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ORDER NUMBER DOC NO
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Connectors 2xRJ45 (Ethernet) 10/100 Mbit/sec., Pluggable screw 
terminals

IP protocols IP v4 - TCP - UDP - HTTP - RTP - RTCP - DHCP - DiffServ - 
TOS - STENTOFON CCoIP®

Audio technology Wideband 200 Hz - 7 kHz (G.722) 
Telephony 3.4kHz (G.711) 
Acoustic echo cancellation 
Open duplex 
Adaptive jitter filter 
1.5 Watt audio output 
8 ohm loudspeaker impedance 
External audio output (0 dB, 600 ohm)

Installation Remote automatic software upgrade 
Centralized provisioning 
DHCP and static IP 
Integrated web server

Operation Network supervision 
VoIP statistics 
Centralized monitoring 
Tone test

Advanced features Dual port Ethernet switch for connecting CCTV cameras and 
other IP stations. Programmable inputs (closing contact) for 
monitoring door status and alarms, if not used for alarm 
buttons. Programmable relay output for door control, switch 
on beacon. etc.  (1A at 24V DC)

1008090200 A100K10321 v.1.2

ip substation kit

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1008090200 IP Substation Kit 0.1 kg

Related item:
1008091000 Mounting and Assembly Kit for IP Substation 0.4 kg
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STENTOFON 
IP Substation Kit

Ordering information
Order Number Description        Ship Weight   
 
100 8090 200 IP Substation kit       100 g    
100 8091 000 Mounting and assembly kit for IP Substation       
100 8092 000 5 Buttons - mushroom type, red 
100 8092 100 5 Buttons - stainless steel 
              AlphaCom E - IP station license

A100K 10321  v. 1.2  June 2008

Connection example

Accessories
The IP Substation Kit itself includes the PCB.

An optional Mounting and Assembly Kit includes 
gaskets, two inch loudspeaker, loudspeaker housing and 
microphone with mounting block for call LED.

Buttons are ordered separately in sets of 5 pcs. or 
purchased locally. 

- Vandal proof 30 mmØ mushroom type.

- Vandal proof 22 mmØ stainless steel.

Accessories
The IP Substation Kit itself includes the PCB. An 
optional Mounting and Assembly Kit includes 
gaskets, two  inch loudspeaker, loudspeaker 
housing and microphone with mounting block for 
call LED. Buttons are ordered separately in sets of 
5 pcs. or purchased locally. 

- Vandal proof 30 mmØ mushroom type.                

- Vandal proof 22 mmØ stainless steel.
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