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S/N ratio (conversation) 60 dB

Minimum impedance loudspeaker 20 ohm

Input impedance (c-d) 600 ohm

Frequency range:
Conversation
Program distr.

200 - 10,000 Hz 
200 - 15,000 Hz

Crosstalk at 1 kHz < -80 dB

Capacity for each ASLT board 6 subscribers

Duplex-controlled conversations 1 voice-switched conversation per board

Remote control outputs 5V  2.2 Kohm	

Cable type 2-pair twisted cable per station

Max. cable length to station 2 km (0.6mm2 - 22 AWG), 1.4 km (0.5 mm2 - 24 AWG)

Distortion < 2%	

Output powe 3-4 W at 20 ohm, 0.6 W at 20 ohm, 1 W at 63 ohm	

Indicator LED (red/green/amber)

1009101010 A100K10012 v.2.0

subscriber line board aslt

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1009101010 Subscriber Line Board ASLT 0.5 kg/ .1 lb

Supplementary 
equipment:
1009930200 Subscriber Connection Board, Krone terminals (for mounting on distribution field) 0.075 kg/0.2 lb.
1009501011 1.5 m Subscriber Connection Cable with  Filter Board (flat cable) 0.2 kg / 0.4 lb.
1009501021 5 m Subscriber Connection Cable  with Filter Board (round cable) 0.65 kg / 1.4 lb.
1009501023 10 m  Subscriber Connection Cable with Filter Board (round cable) 1.2 kg / 2.6 lb.
100991020 Distribution Field for Subscriber Connection Boards ASLT

Product name

PRINT NO A100K 10012             July 2006

Ordering information
Order Number Description Ship Weight metric/imperial
100 9101 010 Subscriber Line Board ASLT 0.5 kg / 1.1 lb.
Supplementary equipment:
100 9930 200 Subscriber Connection Board, Krone terminals (for mounting on distribution field) 0.075 kg / 0.2 lb.

100 9501 011 1.5 m Subscriber Connection Cable with  Filter Board (flat cable) 0.2 kg / 0.4 lb.

100 9501 021 5 m Subscriber Connection Cable  with Filter Board (round cable) 0.65 kg / 1.4 lb.

100 9501 023 10 m  Subscriber Connection Cable with Filter Board (round cable) 1.2 kg / 2.6 lb.

00 9910 120 Distribution Field for Subscriber Connection Boards ASLT

Installation Cable type & distance
2-pair twisted cable for each station. Multi-pair cable can be used, but must be twisted in pairs of two.
Max. loop resistance 240 ohms.

Wire Diameter Maximum  Distance

0,5 mm 24 AWG 1,4 km 4590 feet

0,6 mm 22 AWG 2,0 km 6560 feet

0,8 mm 20 AWG 3,4 km 11 150 feet

0,9 mm 18 AWG 4,0 km 13 120 feet

Sound  Pressure Level from InterGuard  sta tion with
various line lenght (a t 1m, 1kHz)
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Max. volume on ASLT  board
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