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ORDER NUMBER DOC NO
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RAM, Workspace
NVRAM (Battery)

128 MB SDRAM
1 MB SRAM

Flash
Program
Optional

32 MB StartaFlash 
Up to 4 GB Compact Flash

Serial ports:
RS232 only
RS232 / 422 / 485

Up to 115200 bps
Up to 115200 bps

Ethernet ports (2 x) IEEE 802.3  
10/100 Mbps,  
Half / Full Duplex 
Auto Negotiation 
Auto MDI/MDIX switch-over 

IP protocols IP v4 - IP v6 - TCP - UDP - Telnet - FTP - NTP - HTTP 1.1 
- Syslog - SNMP v2c - SIP - RTP - RTCP - VoIP AlphaNet - 
STENTOFON data

Audio technology High-Resolution 1-Bit Audio - High-Fidelity 
40 Hz-18.5 kHz - Wideband 7kHz (G.722) 
- Narrowband 3.4 kHz (G.711) - Adaptive 
Jitter Buffers - Adaptive Time Synchronization

1009202000 A100K10314 v.2.0

processor board - amc-ip - version 10

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1009202000		
1009511000

AlphaCom E Module Controller, AMC IP	
Filter Board AMC IP, FBIP

0,5 kg
0,2 kg

Installation
The AMC-IP board can substitute the CPU card in existing AlphaCom 80+ and 138 exchanges, and is 
standard in the new AlphaCom E7, E20 and E26 exchanges. In AlphaCom E20 and E26 exchanges the board 
plugs into board position 25, in the AlphaCom E7 it plugs into position 7.

The board can be inserted in a powered cabinet by connecting the power hot-plug cable to the board prior 
to insertion. The AMC status LED is red. Remove the plug when the board is in place. If a hot-plug cable is 
not available, the mains switch must be turned off. A filter and connection board, FBIP, must be inserted 
from the rear side of the cabinet in the same card position as the AMC-IP card. This filter board is not 
needed in AlphaCom E7 where all EMC filters and external connectors are integrated in the backplane.
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