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Specifications

Current consumption 150 mA

Connection  type RS485/ RS232, 9600 baud /8 bit /No parity/1 stop bit

Cabling between RIO and the AlphaCom exchange 1 pair for data, 1 wire for GND reference	

Number of inputs 8

Number of outputs 18

Worst case response time < 2 sec

Weight 0.55 kg / 1.21 lb.

Dimensions (w x H x D) 255 mm x 125 mm x 50 mm, 8.77 “ x 4.88” x 1.95”

Recommended room temperature 0ºC to 35ºC, +32º F to +95º F

Humidity Range (non-condencing) 10% - 90% RH	

Connectors Female D-sub conn. Phoenix conn. AMP MTA 100 connector
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remote input/output controller rio

ORDER NUMBER DESCRIPTION SHIP WEIGHT

100 9970 500 Remote Control In/Out Unit RIO 0.55 kg  / 
1.21 lb.

Supplementary 
equipment:
100 9970 200

100 9970 101

Multi Relay Board  MRBD  (One MRBD supports 6 outputs)

Power Distribution Board, PDB (If powered from the AlphaCom exchange)

Local 24 V DC Power Supply (Not required when powered from the exchange)

0.35 kg / 0.77 
lb.

0.55 kg / 1.21 
lb.
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Ordering information
Order Number Description Ship Weight metric/imperial
100 9970 500 Remote Control In/Out Unit RIO 0.55 kg  / 1.21 lb.

Supplementary equipment:

100 9970 200 Multi Relay Board  MRBD  (One MRBD supports 6 outputs)) 0.35 kg / 0.77 lb.

100 9970 101 Power Distribution Board, PDB (If powered from the AlphaCom exchange) 0.55 kg / 1.21 lb.

Local 24 V DC Power Supply (Not required when powered from the exchange)

Switch Setting
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AlphaCom  Exchange

RS 485

RS 232

Power 

1  pair  data + gnd
(RX+&TX+, RX-&TX-, GND)

multidrop 

max 3 x 10

(RX, TX, GND)
1  pair  data + gnd

1 .......Input.........8

RIO #1

MRBD
as input buffer

0 - 5V input

ON

OFF

1      2      3      4       5      6      7      8

1 - 6: Address 1 -64 - by default set to one

7: OFF: AMC SW 04. xx and 05.xx
 ON: AMC SW 06.00 and newer

8:  OFF: Multidrop
 ON: Point to point

Switch S1
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Zenitel Norway AS
www.zenitelcss.com
info@zenitelcss.com

PRINT NO A100K 10199        July 2006

Ordering information
Order Number Description Ship Weight metric/imperial
100 9970 500 Remote Control In/Out Unit RIO 0.55 kg  / 1.21 lb.

Supplementary equipment:

100 9970 200 Multi Relay Board  MRBD  (One MRBD supports 6 outputs)) 0.35 kg / 0.77 lb.

100 9970 101 Power Distribution Board, PDB (If powered from the AlphaCom exchange) 0.55 kg / 1.21 lb.

Local 24 V DC Power Supply (Not required when powered from the exchange)
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