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Power Consumption:
Standby
Active, no output power
Active, 60W output power

4 W (170 mA at 24 VDC)
15 W (625 mA at 24 VDC)
108 W (4.5 A at 24 VDC)

Nominal Power output / load impedance:
100 V line 1 x  60 W / 166 ohm

Nominal input levels / impedance:
ab-wire
AUX	

450 mV rms. / 300 ohm
100 mV rms. or 1V rms. / 600 ohm

Frequency range 60  Hz  - 16.5 kHz

Distortion, THD+N: < 1%  at 1kHz and 60 W output

Signal / Noise Ratio >70 dB	

Amplifier Protection Shortproof output
Ground fault detection
Over temperature proof 
(automatic shutdown)	

Line impedance monitoring:
Max. cable length / capacitance
Shorted line detection range
Open line detection range
Load change detection limit
Error detection time / test interval (adjustable)
Test signal

300 m (90 nF/km cable) / 27 nF
0 - 300 m  (90 nF/km cable)
0 - 30 m  (90 nF/km cable)
5 W
20 sec.
20 kHz

Recommended room temperature -10o C to + 35o C 				  
14o F to + 95o F				  
Forced cooling may be required.	

Humidity Range (non-condensing) 10% - 90% RH

Dimensions  H x W x D 3U x 14 HP x 220 mm (8.6”)

Weight	 1.2 kg/2.6 lb.

Rack mounting 19 “ rack - 3U height
6 amplifiers in one rack

Chaining Max. 21 amplifiers on one abode output

1009971000 A100K10218 v.2.0

interguard 60 W amplifier 100 v line

ORDER NUMBER DESCRIPTION SHIP WEIGHT

1009971000 InterGuard 60 Amplifier  100 V Line 1.5 kg/3.3lb	

Power Supply

AC and DC inputs cannot be used simultaneously. 

With AC power and standby battery external 
protection diode must be used. 

If 48V AC or 48V DC are used internal losses and 
temperature will increase.

24 V AC / 120 VA transformer is recommended for 
one amplifier

Rack Mounting

Multiple amplifiers are mounted in standard 3 
Unit, 19” racks.  A 2U fan module is available for 
installations that require additional cooling. There 
is room for a maximum of 6 amplifiers in one rack. 
Recommended rack type is:

Vero KM6-EC 3/84/240: 956-241020L   ( guides: 
950-232663G, packet of 10 )

Recommended blind panels 

Vero KM6_II 3U/ 14HP: 957-236059A (replacing 
one IG60)

Vero KM6_II 3U/ 42HP: 957-236063K (replacing 
three IG60) 

Vero KM6_II 3U/ 2HP: 957-236038J (if there are 
gaps when mixing IG30 and IG60 amplifiers)

Product name

PRINT NO A100K 10218        July 2006

Ordering information
Order Number Description Ship Weight metric/imperial
100 9971 000 InterGuard 60 Amplifier  100 V Line 1.5 kg/3.3lb

Supplementary equipment:
100 9970 610 Rack for InterGuard Amplifiers (Up to 6 amplifiers)

A100D03199 Additional fan module (2 U)

Power Supply
• AC and DC inputs cannot be used simultaneously.
• With AC power and standby battery external protection diode must be used.
• If 48VAC or 48VDC are used internal losses and temperature will increase.
• 24 VAC / 120 VA transformer is recommended for one amplifier

Rack Mounting
Multiple amplifiers are mounted in standard 3 Unit, 19” racks.  A 2U fan module is available for installations that require addi-
tional cooling. There is room for a maximum of 6 amplifiers in one rack. Recommended rack type is:
• Vero KM6-EC 3/84/240: 956-241020L   ( guides: 950-232663G, packet of 10 )

Recommended blind panels:
• Vero KM6_II 3U/ 14HP: 957-236059A (replacing one IG60)
• Vero KM6_II 3U/ 42HP: 957-236063K (replacing three IG60)
• Vero KM6_II 3U/ 2HP: 957-236038J (if there are gaps when mixing IG30 and IG60 amplifiers)
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Cable type 0.5 mm2 /24 AWG  twisted 
pairs telephone cable (audio) 

a b c d wires

60W Amplifier

21  Amplifiers
in parallel 

Other audio source

AUX wires

abcd input

AUX input*

24VAC from mains transformer
or
24VDC from battery 

.
  * The abcd input has priority over the AUX input
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InterGuard 60W Amplifier
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